CASE HISTORY

PROJECT: HUNSLET MOOR FOOTBRIDGE REFURBISHMENT, LEEDS

TITLE:

Proven Slip-Deterrent System

After the application of this
superior solvent free resin
system, trial/test areas were
undertaken to confirm its
performance.

The Copon Hycote 152LV
system far exceeded the
requirements as defined in
BD28/87, clause 12.5, for an ‘as
new’ structure.

These independent tests were
carried out to the satisfaction of
all concerned and are available
on request.

Client: Leeds City
Council/Highways Agency

Consultant: WSP PLC

Coating Contractors: Anderson
Marriott Ltd

Tested by: HETS Laboratory

SLIP DETERRENT SYSTEM TO STEEL DECK & RAMP AREAS

This busy footbridge
spanning over the M621
@ J4 was upgraded as
a part of its ongoing
maintenance
programme. Copon
Hycote 152LV surface
tolerant coating was
adopted for the steel
deck due to its ease of
application and speed of
cure | adverse weather
conditions.

The walkway areas were

fully  abrasive  blast
cleaned prior to the
application of Copon
Hycote  152LV. The
coating was flash
blasted to enhance

adhesion and a further
coat of Copon Hycote
152LV  was applied
incorporating HD
aggregate for slip
resistance.
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