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GIRTH WELD COATINGS FOR FACTORY APPLIED
POLYOLEFIN PIPE LINE COATINGS

Girth weld 
coating and 
repairs to 
polyolefin coated 
pipe lines 
presents 
considerable 
problems since 
adhesion of any 
coating to
polyolefins is 
extremely difficult 
to achieve.

Copon has solved the problem with a 
unique process combining scarification, 
priming and coating with solvent free 
polyurethane- Copon Hycote 165. 

Controlled field tests carried out on site 
proved adhesion values of Copon Hycote
165 to steel as high as 16 MPa (2300psi) 
with a cohesive failure within the coating 
and 10MPa (1450psi) from prepared and 
primed polyolefin pipe line coating.
Copon Hycote 165 is an ideal partner for 
factory coated polyolefin pipeline for in he 
field coating of welds, bends, valves, 
fittings and main line repairs.

There are many years of successful rack 
record with solvent free polyurethane for 
gas, oil and water pipe lines and Copon
Hycote urethanes are leading the way with 
innovative developments.

APRIL 1998Copon-E.Wood Ltd, Standard Way, Northallerton, North Yorkshire DL6 2XA
Tel: +44 (0)1609 780170 Fax: +44 (0)1609 780438/777905 E-Mail: copon@ewood.co.uk Website: www.copon.co.uk


