
Betapure filter cartridges and capsules set the
standard for filtration performance. Offering more
grades with absolute removal ratings than
competitive filters, the controlled pore size of the
Betapure filter matrix allow for absolute distinction
between cartridge grades to provide the most
accurate and consistent filtration. The patented
Betapure filter provides:
+ Pre cise Con tam i nant Re moval

+ Con sis tent Ef flu ent Qual ity

+ Su pe rior On-stream Ser vice Life

Betapure filters, available in 18 distinct grades with
absolute ratings from 2 to 190 microns to tailor the
exact selection of performance characteristics for
the greatest filtration economy by providing distinct
removal cut-off points by particle size. Proprietary
Betapure filter manufacturing combines advanced
incoming material quality assurance, exacting
in-process controls, and extensive final product
testing and verification. The result is a filter product
that provides consistent filtration lot-to-lot,
filter-to-filter.

Applications
+ Coat ings - Mag netic Me dia, High Qual ity Paint,

Film Coat ings, Resins, and Ink

+ Food & Bev er age - Bot tled Wa ter, Pre RO, Blend
Wa ter, Wash Wa ter

+ Gen eral In dus trial - De sa li na tion, Plating, Ma chine 
Tool Cool ant, Pro cess Wa ter

+ Phar ma ceu ti cal - Wa ter, Sol vents, Chem i cals, Pre 
RO, An ti bi otic In ter me di ate Pro duc tion 

+ Electronics - Pre RO, Wafer Slurries, Ceramic
Slurries, Chemical Mechanical Polishing, Cathode 
Ray Tube Production, Disc Cleaning

+ Chemical / Petro-Chemical - Process Water, Pre
RO, Amine, Fine Chemicals, and MTBE

Designed for Optimum Filtration Quality

Features Benefit Advantage

n Absolute Ratings n Consistent and reproducible
contaminant removal

n To meet demanding filtration quality standards in
today’s market, absolute ratings will provide product
consistency, and improve product yields.

n Rigid structure n Eliminates cartridge by-pass
and unloading to provide
consistent filtration from start
to finish

n The rigid filter structure retains consistent pore size
even under severe process conditions. Changes such
as those caused by pump fluctuations, stopping and
restarting the system, or high differential pressure will 
have minimal, if any effect on product consistency.

n Depth filtration n Excellent removal of
deformable contaminants for
consistent effluent

n Depth filtration removes deformable contaminants to
reduce or totally eliminate rework or product quality
rejection.

n Patented gasket design n Eliminates by-pass from poor
or damaged seals 

n Critical to any filtration process is the elimination of
filter by-pass. A patented a closed cell polyethylene
foam gasket ensures proper cartridge sealing when
using knife-edge housing systems. 

n  Lower pressure drop n Provides long service life while 
using smaller filter housings

n Minimizing flow restriction dramatically reduces
filtration cost! Lower pressure drops mean increased
filter life, product throughput, and permit the use of
fewer filters to achieve a given flow vs. differential
pressure.

n Available in standard
cartridge and
disposable capsules

n Wide range of filter sizes 
allows more appropriate filter
sizing for batch and
continuous processes

n Filters appropriately sized for a specific application
reduces total filtration costs including purchase,
installation, and disposal.
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