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Pass the test with 3M™ Dynatel™

965DSP Series Loop Analyzers.

The Dynatel 965DSP Subscriber Loop Analyzer is an

industry leader in POTS and wideband line qualification

and troubleshooting. It now includes an internal ADSL

modem to answer customer demand for a rugged, integrated

test set that combines line qualification, trouble detection and

fault location with ISDN and ADSL modem link testing. 

The Dynatel 965DSP/ADSL and 965DSP/SA/ADSL Loop

Analyzers feature an Alcatel™ MTK-20150 ADSL modem

chipset in the proven 965DSP platform. The 965DSP/ADSL

provides the ability to perform active ADSL testing to

address the growing number of residential and business

ADSL customers. It delivers all the multi-function

capabilities of the 965DSP plus the testing functions of the

new ADSL modem. The 965DSP/SA/ADSL adds

comprehensive DSL parametric measurements to this

integrated solution. Extended loss measurement ranges,

spectrum analyzer and E, F & G filtered wideband noise

measurements complete this comprehensive family of

rugged loop testers.

The hand-held 965DSP/ADSL and 965DSP/SA/ADSL test

sets are housed in a lightweight, ergonomically designed

case for portability and ease of use. The units are weather

resistant and weigh only three pounds (4.5 lbs. with test

leads and soft case). Preserving the rugged dependability of

all Dynatel products, the /ADSL option incorporates an

innovative design that adds a durable “spacer” element to

the current 965DSP molded plastic case. This spacer

permits easy and robust expansion of the new circuit board

in the existing test set.

Used with the 3M Far End Device, 965DSP Loop Analyzers

enable improved craft productivity by permitting a single

technician to complete comprehensive pre-qualification and

troubleshooting of DSL lines up to 1.2MHz. Simply

connect the Far End Device to the end of the cable pair and

conduct complete diagnostic testing from the near end using

DTMF signaling. Once the loop qualification is complete,

use the 965DSP/ADSL or 965DSP/SA/ADSL to verify bit

rates and noise margins from the Central Office or remote

cabinet DSLAM.

ADSL test results may be saved in the 965DSP/ADSL and

965DSP/SA/ADSL analyzers and transferred to a PC using

the latest version of 3M PC Link software. Test results can

then be uploaded to office databases from the PC as needed.

Today, optimal loop performance is critical. The ability to

quickly and accurately analyze and repair local loop cable 

is a key competitive advantage. From fault locating to 

line qualification, the 3M Dynatel 965DSP/ADSL and

965DSP/SA/ADSL help you make the most of your network.




